
   

 

 

 

 

 

Test Conditions: 2,000 mg/L NaCl solution at 225 psig (1.55 MPa) applied pressure; 15% recovery; 77℉(25℃);  

pH 6.5ς7.0; Permeate flow rate for each element may vary but will be no more than +25 / -15%. 

 

 

 

 

 

 

 

 

 

· Fouling resistant 
· High Permeate Flow and High Rejection 
· Robustness and High Durability in a wide pH  
 

  

General Features 

Permeate Flow Rate нΣплл Dt5 όфΦм Ƴ
о
κŘŀȅύ 

Nominal Salt Rejection ффΦт҈ όaƛƴƛƳǳƳ ффΦп҈ύ 

Effective Membrane Area урŦǘ
н
 όтΦф Ƴ

н
ύ 

Membrane Type ¢ƘƛƴπCƛƭƳ /ƻƳǇƻǎƛǘŜ 

Membrane Material tƻƭȅŀƳƛŘŜ όt!ύ 

Element Configuration {ǇƛǊŀƭπ²ƻǳƴŘΣ Cwt ²ǊŀǇǇƛƴƎ 

Dimensions and Weight 

Model Name A B C D/E 
Part Number 

Inter-Connector Brine Seal 

RE4040-FEn 
40.0 inch 

(1,016 mm) 
3.9 inch 

(99.0 mm) 
0.75 inch 

(19.1 mm) 
1.05 inch 
(26.7 mm) 

 SWA01050 SWA01046 

1. Each membrane element supplied with one interconnector (coupler) and four O-rings. 
2. All RE4040 elements fit nominal 4.0 inch (101.6 mm) I.D. pressure vessels. 

RE4040-FEn  

Enhanced fouling resistant RO element for brackish water and wastewater reuse 
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Operating Limits 

Max. Pressure Drop / Element мр Ǉǎƛ όлΦмл atŀύ 

Max. Pressure Drop / 240” Vessel сл Ǉǎƛ όлΦпм atŀύ  

Max. Operating Pressure  слл Ǉǎƛ όпΦмп atŀύ  

Max. Feed Flow Rate му ƎǇƳ όпΦлф ƳоκƘǊύ 

Min. Concentrate Flow Rate п ƎǇƳ όлΦфм ƳоκƘǊύ 

Max. Operating Temperature ммоƻC όпрƻ/ύ  

Operating pH Range  нΦл ς ммΦл 

CIP pH Range мΦл ς моΦл 

Max. Turbidity  мΦл b¢¦ 

Max. SDI (15 min)  рΦл 

Max. Chlorine Concentration  ғ лΦм ƳƎκ[ 

Â 9ƭŜƳŜƴǘǎ ŎƻƴǘŀƛƴŜŘ ƛƴ ǘƘŜ ōƻȄŜǎ Ƴǳǎǘ ōŜ ƪŜǇǘ ŘǊȅ 
ŀǘ ǊƻƻƳ ǘŜƳǇŜǊŀǘǳǊŜ όтςонϲ/Τ плςфрϲCύ ŀƴŘ ǎƘƻǳƭŘ 
ƴƻǘ ōŜ ǎǘƻǊŜŘ ƛƴ ŘƛǊŜŎǘ ǎǳƴƭƛƎƘǘΦ  

 
Â CƻǊ ²9¢π¢¸t9Σ ǘƘŜ ǇǊŜǎŜǊǾŀǘƛǾŜ ǎƻƭǳǘƛƻƴ όм҈ 
ǎƻŘƛǳƳ ƳŜǘŀōƛǎǳƭŦƛǘŜ ǎƻƭǳǘƛƻƴύ ƛǎ ŀŘŘŜŘ ǘƻ ǇǊƻƘƛōƛǘ 
ǘƘŜ ƎǊƻǿǘƘ ƻŦ ƳƛŎǊƻπƻǊƎŀƴƛǎƳǎΦ 

 
Â tŜǊƳŜŀǘŜ ŦǊƻƳ ǘƘŜ ŦƛǊǎǘ ƘƻǳǊ ƻŦ ƻǇŜǊŀǘƛƻƴ ǎƘƻǳƭŘ 
ōŜ ŘƛǎŎŀǊŘŜŘΦ 

 
Â {ǘŀōƛƭƛȊŜŘ ǎŀƭǘ ǊŜƧŜŎǘƛƻƴ ƛǎ ƎŜƴŜǊŀƭƭȅ ŀŎƘƛŜǾŜŘ ǿƛǘƘƛƴ 
мϤпу ƘƻǳǊǎ ƻŦ Ŏƻƴǘƛƴǳƻǳǎ ǳǎŜΦ 

Â YŜŜǇ ŜƭŜƳŜƴǘǎ Ƴƻƛǎǘ ŀǘ ŀƭƭ ǘƛƳŜǎ ŀŦǘŜǊ ƛƴƛǘƛŀƭ ǿŜǘǘƛƴƎΦ  
 
Â !ǾƻƛŘ ŜȄŎŜǎǎƛǾŜ ǇǊŜǎǎǳǊŜ ŀƴŘ Ŧƭƻǿ ǎǇƛƪŜǎΦ  

 
Â hƴƭȅ ǳǎŜ ŎƘŜƳƛŎŀƭǎ ŎƻƳǇŀǘƛōƭŜ ǿƛǘƘ ǘƘŜ ƳŜƳōǊŀƴŜ 
ŜƭŜƳŜƴǘǎ ŀƴŘ ŎƻƳǇƻƴŜƴǘǎΦ ¦ǎŜ ƻŦ ǎǳŎƘ ŎƘŜƳƛŎŀƭǎ 
Ƴŀȅ ǾƻƛŘ ǘƘŜ ŜƭŜƳŜƴǘ ƭƛƳƛǘŜŘ ǿŀǊǊŀƴǘȅΦ 
 
Â tŜǊƳŜŀǘŜ ǇǊŜǎǎǳǊŜ Ƴǳǎǘ ŀƭǿŀȅǎ ōŜ Ŝǉǳŀƭ ƻǊ ƭŜǎǎ ǘƘŀƴ 
ǘƘŜ ŦŜŜŘκŎƻƴŎŜƴǘǊŀǘŜ ǇǊŜǎǎǳǊŜΦ 5ŀƳŀƎŜ ŎŀǳǎŜŘ ōȅ 
ǇŜǊƳŜŀǘŜ ōŀŎƪ ǇǊŜǎǎǳǊŜ ǾƻƛŘǎ ǘƘŜ ŜƭŜƳŜƴǘ ƭƛƳƛǘŜŘ 
ǿŀǊǊŀƴǘȅΦ 

 
Â ¢ƘŜ ŜƭŜƳŜƴǘ ǎƘŜƭƭ ƛǎ CwtόCƛōŜǊ wŜƛƴŦƻǊŎŜŘ tƭŀǎǘƛŎύΦ .Ŝ 
ŀǿŀǊŜ ƻŦ Ǝƭŀǎǎ ŦƛōŜǊ ǎǘǊŀƴŘǎ ŀƴŘ ǳǎŜ ǎŀŦŜǘȅ ŜǉǳƛǇƳŜƴǘΦ 

APPLICATION DATA 

GENERAL HANDLING PROCEDURES 

RE4040-FEn  

 Enhanced fouling resistant RO element for brackish water and wastewater reuse 
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